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- Apply a bead of silicone to the basin / worktop on 2 sides to fix to 
and protect the side panels as per figure 12.
- Typically the basin also has a silicone bead along the back edges 
where it meets the wall (not shown)
- The basin should be held in place while the silicone cures.

BASIN/WORKTOP INSTALLATION

Figure 13

INSTALLING HANDLES

- Remove the drawer as per instructions.
- Included in the box is a template for fixing the handles at our recommended heights.
- Tape this in place in the centre of the front of the drawer front and mark the locations 
of the relevant handle holes.
- Clamp a piece of wood on the back of the drawer (being careful not to damage the 
front) and drill through carefully from the front. See figure 10.
- Screw handles into place.
- For drawer top handles - simply hold in place centrally on the top of the drawers and 
then screw in from behind using small screws provided.
- Re-install drawers ensuring that the drawer box clicks back into place.
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INSTALLING OVERFLOW WASTE KIT - For isocast basins only
Kit included with basin

- Follow instructions on overflow waste kit packaging.
- The overflow pipe will need to be cut (as shown on the packaging) to 125mm in length.
This is to avoid clashing with drawer componentry on top drawer. See Figure 11
- Ensure pipe has a watertight fit both on overflow cap, and waste inlet. 

125mm

Figure 12

Brace above hanger removed 
in figure to show clarity.
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